
 
 
 

 

 

Customizable 24-bit Hi-
Res Gaming Under-
Monitor Audio System 
The game-changing Sound 
BlasterX Katana that 
combines our most powerful 
24-bit high-resolution audio 
processor with a sophisticated 
5-driver sound system, is the 
world’s first Under-Monitor 
Audio System with a tri-
amplified design that projects 
impressive room-filling sound.  
 

 

Key Features/ Benefits 

• Proprietary multi-core DSP capable of audio restoration, voice processing, 
proprietary effects processing. 

• Certified Dolby Digital 5.1 decoder for optical in. 
• High resolution 24 bit lossless audio playback from computer, 

USB flash drive and optical in. 
• Super slim profile (<2.5”) to fit below monitors and TVs. 
• Best-in-class audio featuring a sophisticated 5 driver design: 

comprising of 2 x 1.34” tweeters, 2x 2.5” midbass and a 5.25” 
long throw subwoofer where each driver individually driven by 
a DSP-controlled amplifier. 

• Comprehensive audio connectivity – digital USB audio, USB 
flash drive, optical input, Bluetooth 4.2, analog stereo.  

• Headset/headphone output jack for virtual 7.1 surround and 
private listening. 

• Mic in for table top mic and headsets with mic.  
• IR remote control for easy access. 
• Optional wall mount bracket fits in place of removable feet. 
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Technical Specifications 

• Power output: 
o Main unit: 45 W RMS (15 W RMS x 2 Mids + 7.5 W RMS x 2 Tweeters) 
o Subwoofer: 30 W RMS  
o Total: 75 W RMS / 150 W Peak 

• Frequency response: 
o Main unit: 150 ~ 20,000 Hz 
o Subwoofer: 20 ~ 150 Hz 

• Product Dimension (W x H x D)in :  
o Satellite(23.6 x 2.4 x 3.1)in  
o Subwoofer(5.1 x 13.1 x 11.8)in 

• Package Dimensions (W x H x D)in: 
o O/Box (7.3 x 18.6 x 26.5)in 
o C/Box (8.2 x 19.5 x 26.9)in 

• Product Weight: 
o Main unit: 1.5 kg (3.3 lbs) 
o Subwoofer: 4.0 kg (8.8 lbs)  

• Connections: 
o Bluetooth 4.2: A2DP audio, SBC CODEC, Up to 2 multi-point 

connection. 
o Aux in:  3.5mm stereo jack 
o Optical Input: Compatible with PCM and Dolby Digital input signals up 

to 24bits 96kHz 
o USB FlashDrive:  Playback MP3, WMA, WAV, FLAC and APE files 
o Computer (USB Audio): For 24bit 96kHz playback for stereo/5.1/7.1 

playback 
o Headphone Jack:  3.5mm 3-pole/4-pole Jack with signal detection  
o Mic In: 3.5mm Stereo Jack with signal detection 

• Color: 
o Anodized Gray 

• Software 
o Sound Blaster Connect for PC (available for download via the product 

page)  

  



Package Contents 

• Katana Main Unit  
• Katana Subwoofer  
• Power adapter  
• Power cables (Region dependent)  
• USB A – Micro B USB Cable  
• IR remote control with battery  
• 1 Warranty and Technical Support Booklet  
• 1 Quick Start Guide 
• 1 Safety and regulatory leaflet 
• Mounting brackets 

Minimum System Requirement 

For Hardware: 

Windows 

• Intel® Core™2 Duo or AMD® equivalent processor (2.8 GHz orfaster 
recommended) 

• Intel, AMD or 100% compatible motherboard 
• Microsoft® Windows® 10 64-bit, Windows 10 32-bit, Microsoft®Windows 8.1/8.0 

32/64 bit, Windows 7 32/64 bit 
• 1GB RAM 
• >600 MB of free hard disk space 
• Available USB 2.0 port 

Macintosh 

• Macintosh running Mac OS X 10.6.8 or higher 
• 1GB RAM 
• >600 MB of free hard disk space 
• Available USB 2.0 port 

For Software: 

• Microsoft® Windows 10, Windows 8.1/8.0 32/64 bit, Windows 732/64 bit 
• Intel® Core™2 Duo or AMD® equivalent processor (2.8 GHz orfaster 

recommended) 
• Intel, AMD or 100% compatible motherboard 
• 1GB RAM 
• >600 MB of free hard disk space 

 

www.creative.com 
 

2016 Creative Labs Pte. Ltd. All rights reserved. Creative, the Creative logo, Sound Blaster and the BlasterX 
logo are trademarks or registered trademarksof Creative Technology Ltd. in the United States and/or 
other countries. All other trademarks are properties of their respective owners. All specifications 
aresubject to change without prior notice. Use of this product is subject to a limited hardware warranty. 
Actual contents may differ slightly from those pictured. 

http://www.creative.com/

